
 

LIABILITY: 
The information contained in this brochure was current on the 
publication date. DEC INTERNATIONAL reserves the right to make 
changes in details at any time without prior notice. In order to 
avoid misunderstandings, any interested party is advised to contact 
DEC INTERNATIONAL checking for any changes in materials and/or 
information after this brochure was published. 

PLEASE NOTICE: 
The consultant is responsible for the actual installation and 
mounting of the product. The mentioned values with 
respect to temperatures are not appropriate to be used to 
determine the physical properties. These properties are 
also dependent on humidity and the temperature of the air 
inside and outside of the H.V.A.C. system. 

TRADEMARKS: 
The DEC logo and 
DEC International are trademarks, 
or registered trademarks of 
Dutch Environment Corporation BV 
in the Netherlands and/or other 
countries. 

RESTRICTIONS: 
The PU ducts are not suitable for 
discharging combustion products from 
open fireplaces and oil-fired boilers. 
Neither are the ducts suitable for 
transporting air with a high 
concentration of acid and base. 
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PU  

Air extraction hose 
SYNTHETIC DUCTING 

 
PU: Air extraction hose, light weight. 

Pure polyester polyurethane (according to DIN 53 516 more resistant to wear than comparable polyether polyurethane)   
Spiral coil: Hard PVC spiral coil 
 

APPLICATIONS  

 extraction and transport hose for solids causing wear.   

 gaseous and liquid mediums 

 extraction of paper and textile fibres 

 transport of fine grained particles such as dust and powder 

 extraction of oil mists 

 protection hose against mechanical loads 

   

CONSTRUCTION  
 1/ Hard PVC spiral coil 

 2/ Wall: Polyester polyurethane  

 3/ Wall thickness: between the windings ca. 0.6 (mm) 

   

SPECIFICATIONS   

Article code: PU06{Ø}/{L} 

 

Int. 

Ø = D 
Tol. 

Bending 

radius 
Weight  

Max. neg. 

pressure 
Pitch 

mm  ca. mm gr/m mbar mm 

20 +0,7 27 81 352 7.4 

22 +0,7 29 104 352 7.8 

25 +0,7 33 128 352 8 

28 +0,7 36 152 352 8 

30 +0,7 39 166 352 8.5 

32 +1,0 41 198 352 8.5 

35 +1,0 44 230 352 8.5 

38 +1,0 48 254 352 8.5 

40 +1,0 50 278 352 8.5 

45 +1,0 55 358 350 8.5 

50 +1,0 60 319 350 9.5 

52 +1,0 63 372 349 9.5 

60 +1,2 72 426 348 10 

63 +1,2 75 478 348 10 

70 +1,2 85 576 347 10.5 

75 +1,2 90 694 346 12 

80 +1,2 96 731 346 12 

90 +1,2 110 772 345 12 

100 +1,5 120 1094 344 12 

110 +1,5 132 1232 343 12 

120 +1,5 144 1544 342 13.5 

125 +1,5 150 1644 342 13.5 

130 +1,5 156 1680 342 15 

140 +1,5 168 1756 341 15 

150 +2,0 180 1912 340 16.5 

160 +2,0 190 2044 340 16.5 

170 +2,0 200 2156 340 16.5 

180 +2,0 210 2248 339 18.5 

190 +2,0 222 2420 339 18.5 

200 +2,0 235 2640 338 19 

250 +2,0 290 2784 336 19 

Temperature range: -40 ⁰C to 90 ⁰C 

short time to +125 °C 
  

Standard diameter range: 20 – 250 mm 

Standard length: 6, 10 and 20 mtr 

Appearance: Blanc 

  

PROPERTIES 

 extremely wear resistant 

 oil and petrol resistant  

 gas proof 

 good resistance against chemicals 

 halogen free 

 does not contain plasticizers/softeners  

 in general, good UV and ozone resistance  

 light weight 

 extremely flexible 

 smallest bending radius 

 high tensile strength and resistance to 

cracking 

 inside largely smooth 

 technically optimal flow 

 in accordance with RoHS 
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